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Abstract—In this paper, a full-duplex unmanned aerial vehicle
(FD-UAV) relay is employed to increase the communication
capacity of millimeter-wave (mmWave) networks. Large antenna
arrays are equipped at the source node (SN), destination node
(DN), and FD-UAV relay to overcome the high path loss of
mmWave channels and to help mitigate the self-interference
at the FD-UAV relay. Specifically, we formulate a problem for
maximization of the achievable rate from the SN to the DN,
where the UAV position, analog beamforming, and power control
are jointly optimized. Since the problem is highly non-convex
and involves high-dimensional, highly coupled variable vectors,
we first obtain the conditional optimal position of the FD-UAV
relay for maximization of an approximate upper bound on
the achievable rate in closed form, under the assumption of a
line-of-sight (LoS) environment and ideal beamforming. Then,
the UAV is deployed to the position which is closest to the
conditional optimal position and yields LoS paths for both
air-to-ground links. Subsequently, we propose an alternating
interference suppression (AIS) algorithm for the joint design
of the beamforming vectors and the power control variables.
In each iteration, the beamforming vectors are optimized for
maximization of the beamforming gains of the target signals
and the successive reduction of the interference, where the
optimal power control variables are obtained in closed form.
Our simulation results confirm the superiority of the proposed
positioning, beamforming, and power control method compared
to three benchmark schemes. Furthermore, our results show that
the proposed solution closely approaches a performance upper
bound for mmWave FD-UAV systems.

Index Terms—mmWave communications, UAV communica-
tions, full-duplex relay, positioning, beamforming, power control.
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I. INTRODUCTION

IGH data rates have always been one of the key

requirements for wireless mobile communication sys-
tems. As the fifth generation (5G) of wireless systems is
on the way to deployment, the explosive growth of mobile
traffic data poses great challenges in the near future. It is
predicted that individual user data rates will exceed 100 Gbps
by 2030, and the overall mobile data traffic will reach
5 zettabytes per month [1]-[4]. In order to meet these tremen-
dous demands, the need for exploiting the high-frequency
spectrum is consensus in academia and industry. With its
abundant frequency resources, millimeter-wave (mmWave)
communication can support gigabit or even terabit transmis-
sion rates, which makes it a promising technology for beyond
5G (B5G) and sixth generation (6G) networks [1]-[4]. Due to
the high propagation loss of mmWave signals, beamforming
techniques have to be employed to achieve sufficiently high
signal-to-noise ratios (SNRs) in mmWave communications
[5]-[9]. Fortunately, benefiting from the small wavelength
of mmWave signals, a large number of antennas can be
equipped in a small area to realize high array gains [8]-[10].
Furthermore, the resulting highly directional mmWave beams
improve transmission security by reducing the power of the
signals received by eavesdroppers [11]. However, a drawback
of mmWave communications is that obstacles on the ground
may prevent the establishment of line-of-sight (LoS) links,
which leads to severely attenuated received signal powers
even if beamforming is applied. To address this issue, a novel
heterogeneous multi-beam cloud radio access network and a
decentralized algorithm for beam pair selection were proposed
for seamless mmWave coverage in [12].

On the other hand, unmanned aerial vehicle (UAV) com-
munication has attracted significant attention during the past
few years [13]-[17], and the integration of UAV into wireless
communications is expected to play an important role in B5G
and 6G [13], [18]. Benefiting from their mobility, UAVs can be
flexibly deployed in areas without infrastructure coverage, e.g.,
deserts, oceans, and disaster areas where the terrestrial base
stations (BSs) may be broken. Compared with conventional
terrestrial BSs, UAVs operate at much higher altitudes, and
typically have a high probability of being able to establish
a line-of-sight (LoS) communication link with the ground
user equipment (UE) [13], [14], [19], [20]. However, UAVs
may also suffer from strong interference from neighboring
infrastructures/equipments, including neighboring BSs, ground
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UEs, and other aircrafts. Thus, interference management is one
of the key challenges in UAV communications.

To address these problems, the combination of mmWave
communications and UAV communications is promising and
has unique advantages [21]-[29]. First, due to the poor
diffraction ability and high propagation loss of mmWave
signals, the coverage range of mmWave networks is limited.
Energy-efficient UAVs can be flexibly deployed and recon-
stituted to form a multi-hop network to enlarge the coverage
range of mmWave communication networks. Second, at high
UAV altitudes, the probability of an LoS link is high because
shadowing of the air-to-ground link and the air-to-air link by
buildings is unlikely to occur. This property is ideal for the
highly directional mmWave signals, for which the non-LoS
(NLoS) paths are highly attenuated [21], [23], [25], [27].
Third, large numbers of antennas can be integrated in the small
area available at UAVs because of the small wavelengths of
mmWave signals. Hence, directional beamforming can be used
to effectively enhance the power of the target signal and to
suppress the interference at the UAV.

Motivated by these advantages, integrating UAVs into
mmWave cellular has attracted considerable attention recently
[21]-[32]. In [21], the potential of and approaches for com-
bining UAV and mmWave communication were investigated,
where fast beamforming training and tracking, spatial divi-
sion multiple access, blockage, and user discovery were
considered. In [23], the channel characteristics and precoder
design for mmWave-UAV systems were analyzed, and sev-
eral general challenges and possible solutions were presented
for mmWave-UAV cellular networks. The use of UAVs for
dynamic routing in mmWave backhaul networks was proposed
in [24], where the outage probability, spectral efficiency,
and outage and non-outage duration distributions were ana-
lyzed. In [25], multiple access schemes for mmWave-UAV
communications were introduced, and a novel link-adaptive
constellation-division multiple access technique was proposed.
In [26], a blind beam tracking approach was proposed for a
UAV-satellite communication system employing a large-scale
antenna array. In [30], a beam tracking protocol for mmWave
UAV-to-UAV communication was designed, where the position
and altitude of the UAV were predicted via a Gaussian process
based learning algorithm. Due to the unstable beam pointing in
mmWave-UAV communications, an optimized beamforming
scheme taking into account beam deviation was proposed
to overcome beam misalignment in [31]. In [32], the two-
dimensional position and the downlink beamformer of a
fixed-altitude UAV were jointly optimized to mitigate the UAV
jittering and user location uncertainty.

Different from the works above, in this paper, we propose to
use a full-duplex UAV (FD-UAV) relay to facilitate mmWave
communication. Specifically, an FD-UAV relay is deployed
between a source node (SN) and a destination node (DN) to
establish an LoS link, where large antenna arrays are employed
for beamforming to enable directional beams facilitating high
channel gains. Although physically separated antenna panels
and directional antennas are usually used for mmWave trans-
ceivers, the small sidelobes of the radiation pattern, which are
inevitable, may result in significant self-interference (SI) for
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FD relays [33]-[38]. The authors of [33] have shown that,
in addition to 70-80 dB physical isolation realized by increas-
ing the distance between a transmitter (Tx) antenna panel and
an adjacent receiver (Rx) antenna panel, 35-50 dB isolation
via SI reduction! is needed to enable successful reception
of mmWave signals in in-band FD wireless backhaul links.
This motivates us to investigate SI mitigation via mmWave
beamforming. In [36], an orthogonal matching pursuit-based
(OMP-based) Sl-cancellation precoding algorithm was pro-
posed to eliminate the ST and to improve the spectral efficiency
in an FD relaying system. In [37], the impact of the beamwidth
and the SI coefficient on the maximum achievable data rate
was analyzed for a two-hop amplified-and-forward mmWave
relaying system. However, the 3-dimensional (3-D) positioning
of the UAV relay, which is investigated in this paper, has not
been considered [34]-[38]. Besides, the placement, trajectory,
resource allocation, and transceiver design of UAVs have also
been widely investigated [16]-[20], [32], [41]-[43]. However,
the effects of the mmWave channel and 3-D analog beam-
forming were not studied in these works. In the considered
mmWave communication system, the position of the FD-UAV
relay, the beamforming, and the power control have a signifi-
cant impact on performance. Thus, these variables have to be
carefully optimized. The main contributions of this paper can
be summarized as follows.

1) We propose to deploy an FD-UAV relay to improve
the end-to-end performance of a mmWave communica-
tion system. We formulate a corresponding optimization
problem for maximization of the achievable rate between
the SN and the DN. Thereby, Tx and Rx beamforming
are utilized to mitigate the SI at the FD-UAV relay.
To the best of our knowledge, this is the first work
which investigates the joint optimization of positioning,
beamforming, and power control for mmWave FD-UAV
relays.

2) To handle the formulated non-convex optimization prob-
lem with high-dimensional, highly coupled variable vec-
tors, we first assume an LoS environment and ideal
beamforming, where the full array gains can be obtained
for the SN-to-UAV (S2V) link and the UAV-to-DN
(V2D) link, while the interference can be completely
suppressed in the beamforming domain. Based on this
assumption, we obtain the corresponding conditional
optimal solution for the position of the FD-UAV relay in
closed form. Then, we deploy the UAV to the position
which is closest to the conditional optimal position and
yields LoS paths for both the S2V and the V2D links.

3) We propose an alternating interference suppres-
sion (AIS) algorithm for the joint design of the beam-
forming vectors (BFVs) and the power control variables.
In each iteration, the beam gains for the target signals
of the S2V and the V2D links are alternatingly max-
imized, while the interference is successively reduced.

IST reduction methods for FD terminals are usually partitioned into
three classes: propagation-domain, analog-circuit-domain, and digital-domain
techniques. Tx and Rx beamforming at the FD-UAV relay can be
categorized as propagation-domain and analog-circuit-domain approaches,
respectively [39], [40].
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Meanwhile, the optimal power allocation to the SN and
FD-UAV relay is updated in closed form for the given
position and BFVs.

4) Simulation results show that the proposed joint posi-
tioning, beamforming, and power control scheme out-
performs three benchmark schemes. In fact, our results
reveal that the proposed joint optimization method
can closely approach a performance upper bound for
mmWave FD-UAV relay systems.

The rest of this paper is organized as follows. In Section II,
we introduce the system model and formulate the proposed
joint positioning, beamforming, and power control problem.
In Section III, we provide our solution for the formulated
problem. Simulation results are presented in Section IV, and
the paper is concluded in Section V.

Notation: a, a, A, and A denote a scalar, a vector, a matrix,
and a set, respectively. ()T, (-)*, and (-)! denote transpose,
conjugate, and conjugate transpose, respectively. |a| and ||all
denote the absolute value of @ and the Frobenius norm of a,
respectively. [a] represents the minimum integer no smaller
than real number a. E(-) denotes the expected value of a
random variable. 93(-) and Z(-) denote the real part and
the phase of a complex number, respectively. [a]; and [A]; ;
denote the i-th entry of vector a and the entry in the i-th row
and j-th column of matrix A, respectively.

II. SYSTEM MODEL AND PROBLEM FORMULATION

We consider an end-to-end transmission scenario, where
a SN serves a remote DN as shown in Fig. 1.> The SN
and the DN are equipped with uniform planar arrays (UPAs)
employing N{°" = Mg x Ng and N¥* = Mp x Np antennas,
respectively, to overcome the high path loss in the mmWave
band. Due to obstacles such as ground buildings, the channel
from the SN to the DN may be blocked. Thus, an FD-UAV
relay, equipped with an N{°* = M; x N; Tx-UPA and an
Nt = M, x N, Rx-UPA, is deployed between the SN and
the DN to improve system performance.

A. Signal Model

In the considered system, the SN transmits signal s; to the
UAV with power Ps, and concurrently, the UAV transmits
signal s, to the DN with power Py, where E(|s;|*) = 1 for
i = 1,2. Thus, the received signal at the UAV is given by?

yv = wr Hgoywsy/Pss1 + wi Hgiwi/Pysa +n1, (1)

where Heoy € CN:""XN” s the channel matrix between
the SN and the UAV. Hg; € CN:" N g the SI channel
matrix between the Tx-UPA and the Rx-UPA at the FD-UAV
relay. n; denotes the white Gaussian noise at the UAV having
zero mean and power 02, wg € CVs" %1 w, e CN"" %1 and

2FD-UAV relays can be used to increase the end-to-end data rate between
two ground nodes with poor link quality in BSG mmWave networks. Exem-
plary application scenarios include BS-to-UE communication, backhaul links
[24], device-to-device communications [44], and communication between two
terrestrial mobile BSs in emergency situations [45].

3We assume that a hovering rotary-wing UAV is deployed at a fixed position
to support the communication between SN and DN. Thus, the Doppler effect
is not considered in this paper.
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Fig. 1.  Illustration of the considered mmWave communication system
employing an FD-UAV relay to overcome the blockage of the direct mmWave
link between the SN and the DN by buildings.

w, € CN X1 represent the SN-BFV, the Rx-BFV at the UAYV,
and the Tx-BFV at the UAYV, respectively.
The received signal at the DN is given by

Ip = WhHgsopwsy/ Pss1 + WwhHvopwiy/ Pysa +na,  (2)

where Hyop € CN 5 XNi™ g the channel matrix between
the UAV and the DN. Hgop € CNB"*Ne s the channel
matrix between the SN and the DN. wp € CV 5%1 denotes
the DN-BFV. ny denotes the white Gaussian noise at the DN
having zero mean and power o3.

In general, there are two main strategies for mmWave
beamforming, i.e., digital beamforming and analog beam-
forming [8]-[10]. For digital beamforming, each antenna is
connected to an independent radio frequency (RF) chain, and
thus flexible beamforming is possible due to the large degrees
of freedom (DoFs) of the digital beamforming matrices. How-
ever, for mmWave systems, the hardware cost and power
consumption for digital beamforming are high. In contrast,
analog beamforming is more energy efficient, as multiple
antennas are connected to only one RF chain via phase shifters.
In addition, for FD communication, analog-circuit-domain SI
cancellation is usually performed before digital sampling to
avoid saturation due to strong SI [39], [40]. For these reasons,
analog beamforming is adopted for the considered mmWave
FD-UAV relay, which has limited battery capacity and may
experience strong SI. The employed analog BFVs impose a
constant-modulus (CM) constraint [8]-[10], i.e.,

1

Wrll = =

/ Ntot ’
Then, we can obtain the achievable rates of the S2V and
V2D links as follows

1<n< NP 7={S1tD}. 3

‘WFHSQVWS‘Q Ps

1+ “)

Rsav = log
2 |W§H51Wt|2p\/ —+ J%

1+ |whHyapwy |2 Py

)

Rvop = log,
H 2 2
|WDHSQDWS‘ Ps + o3

Authorized licensed use limited to: BEIHANG UNIVERSITY. Downloaded on September 02,2020 at 00:54:30 UTC from IEEE Xplore. Restrictions apply.



2060

Since the S2D link has a small channel gain due to the assumed
blockage, the signal received via the S2D link is treated as
interference at DN. Note that the achievable rates in (4) and
(5) hold for coherent detection. Therefore, the FD-UAV relay
and DN need to know the effective channel gains er Hgovwg
and ngngwt, respectively. The achievable rate between
the SN and the DN is the minimum of the rates of the S2V
and V2D links, i.e.,

Rgop = min{Rsov, Rvap }. (6)

B. Channel Model

Due to the directivity and sparsity of the far-field mmWave-
channel, the channel matrices of the S2V and V2D links can be
expressed as a superposition of multipath components, where
different paths have different angles of departure (AoDs) and
angles of arrival (AoAs). Hence, the channel matrices of the
S2V, V2D, and SN-to-DN (S2D) links are modeled as follows
[81-[10], [21], [26], [27]

Hgsov = stvﬁsgvarw(o ¢)af

Lsav

+ Z 5(ivar (4) )

Hyop = szDﬁngaDw]()O)a %0)) ag (950)’ EO))

0 0
6,

g68,08),

L~va2p
4 4 4 ¢ ¢
+ Z Blapan @y, 05)all 0", 6),  (8)
LS2D . ,
Hop = Y Aghan(0S),68))al (00, 65), (9
/=1

where index ¢ = 0 represents the LoS component and indices
¢ > 1 represent the NLoS components. Lgoy, Lyap, and
Lgop are the total number of NLoS components for the
S2V, V2D, and S2D channels, respectively. Random variables
xs2v and yvep are equal to 1 if the LoS path exists and
equal to O otherwise. Furthermore, the LoS path from the
SN to the DN is assumed to be blocked, Wthh is the main
motivation for deploying an FD-UAV relay. BSQV, %)D, and
ﬂég)D are the complex coefficients of the S2V, V2D, and
S2D paths, respectively. 9(6), ¢(£) 9r , and ¢§£) represent
the elevation AoD (E-AoD), azimuth AoD (A-AoD), elevation
AoA (E-AoA), and azimuth AoA (A-AoA) of the S2V path,
respectively. QEZ), qbgz), 9(6), and ¢§§> represent the E-AoD,
A-AoD, E-AoA, and A-AoA of the V2D path, respectively.
9](; ), qbg ), Q%Z ), and ¢g) represent the E-AoD, A-AoD, E-Ao0A,
and A-AoA of the S2D path, respectively. as(-), a;(+), as(+),
and ap(-) are the steering vectors of the UPA at the SN,
the Rx-UPA at the FD-UAV relay, the Tx-UPA at the FD-UAV
relay, and the UPA at the DN, respectively. The steering
vectors are given as follows [46]

a-(0-, ¢-)
f— [1’ ... 5
ejQW% cos 0, [(ML°*—1) cos pr+ (N —1) sin d%—]]T

ejQW% cos 0, [(m—1) cos ¢pr+(n—1)sin ¢-]
Y
(10)

where d is the spacing between adjacent antennas, A is the
carrier wavelength, 0 < m < MP" — 1,0 <n < N —1
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and 7 = {S,r,t, D}. Particularly, for half-wavelength spacing
arrays, we have d = \/2.

For the LoS path of the SI channel at the FD-UAV relay,
the far-field range condition, R > 2D? /A, where R is the
distance between the Tx antenna and the Rx antenna and D is
the diameter of the antenna aperture, does not hold in general.
Thus, the SI channel has to be modeled using the near-field
model as follows [35], [36], [38]

m oo T'mmn
[HSI]m n 5( nr) exp <_j2WT) ) (11)

where bérlnm) are the complex coefficients of the SI channel,
and 7, , is the distance between the m-th Tx array element
and the n-th Rx array element. Note that for the SI channel,
NLoS paths may also exist, due to reflectors around the
FD-UAV relay. Since the propagation distances of the NLoS
paths are much longer than that of the LoS path, which leads
to a higher attenuation, we focus on the LoS component of
the SI channel [35], [36], [38]. Although the SI channel model
is more complicated compared to the far-field channel model,
the FD-UAV relay is expected to be able to acquire the corre-
sponding channel state information (CSI), as the SI channel is
only slowly varying [35]. In this paper, we assume that for a
given fixed position of the FD-UAV relay, instantaneous CSI
is available at the SN, FD-UAV relay, and DN via channel
estimation. However, the FD-UAV can acquire only the CSI
for the position it is at.

Next, we provide the models for the parameters of the chan-
nel matrices in (7)-(9), (11). As shown in Fig. 1, we establish
a coordinate system with the origin at the SN, and the three
axes z, y, and z, are separately aligned with the directions of
east, north, and vertical (upward), respectively. Without loss
of generality, we assume the SN and the DN both have zero
altitude, and the UPAs are parallel to the plane spanned by the
2 and y axes. Then, the coordinates of the DN are (zp, yp,0),
and the coordinates of the FD-UAV relay are (zv, yv, hy).

According to basic geometry, we obtain the parameters of
the S2V link, including the distance and the AoDs and AoAs
of the LoS path, as follows

dsov = /7% + y3 + h%,

h
Héo) = 9§0) = arctan ———— v = (12)
\/ .13\/ + yV
qb(so) = ¢§0) — arctan 2V
v
Similarly, we obtain the parameters of the V2D link as
dvop = \/(a?v —ap)’ + (yv —yp)* + h,
h
Ht(o) = 91(30) = arctan v ' (13)
\/(ffv —2p)* + (yv — yp)*
quU) = ](30) — arctan 2V YD
Iy — ID

For the S2V, V2D, and S2D links, which are characterized by
far-field channels, the AoDs and AoAs of the NLoS paths
are assumed to be uniformly distributed. Considering the
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propagation conditions at mmWave frequencies, the complex
coefficients of the LoS and NLoS paths are modeled as [47]

(0) aLos/2 (0) C i —ares/2

) = , (14
S2v — A7 f V2D 47ch V2D
Bgay = . d§;$L°S/2X1, for £ > 1,
gg)]:) 4 Cf dVQOgLOS/QXQ, for /¢ Z 1, (15)
Bgsp = T, dg;SL°S/2X3, for £ > 1,

where c¢ is the constant speed of light, f. is the carrier
frequency, and dsop = /3 + y3 is the distance of the S2D
link. ar,,s and anres are the large-scale path loss exponents
for the LoS and NLoS links, respectively. X;, ¢ = 1,2,3,
are the gains for the NLoS paths, which are assumed to be
circular symmetric complex Gaussian random variables with
zero mean and standard deviation o7, i.e., Rayleigh fading is
assumed [48]. For the SI channel, the complex coefficient is
given by [35], [36], [38]

(mm) €

ST 4f

70¢LUS/2

(16)

Besides, due to obstacles on the ground, the probabilities
that an LoS path exists for the S2V and V2D links are
modelled as logistic functions of the elevation angles [49],
i.e.,

. 1

PIeS = : (17
PV 1 aexp (—b(22000) — q))

“Lo 1

P\I/'JQ]% = (0) ) (18)

1+ aexp (—b(1226;

—a))

where a and b are positive modelling parameters whose values
depend on the propagation environment. Random variables
xs2v and xvep in (7) and (8) are generated based on the LoS
probabilities in (17) and (18), respectively. Hereto, the sta-
tistical channel models for S2V, V2D, and S2D links have
been provided. For the communication scenario considered in
this paper, the instantaneous channel responses are generated
according to these statistical models.

From the above, we observe that the S2V and V2D channels,
including the propagation loss, the spatial angles, and the
probabilities that an LoS link exists, depend on the position
of the UAV. Thus, the position of the FD-UAV relay has
significant influence on the achievable data rate. However,
in practice, the instantaneous CSI is not a priori known by
the SN, UAV, and DN before the UAV is deployed at a
given fixed position and performs channel estimation. This
property distinguishes the considered FD-UAV relay system
from traditional FD relay networks on the ground where the
position of the relay is fixed.

C. Problem Formulation

To maximize the achievable rate from the SN to the DN,
we formulate the following problem for joint optimization of

2061
the UAV positioning, BFVs, and transmit powers:
Max&}mize min {ngv, RVQD}
Subject to (xv,yv) € [0,2p] X [0,yp],
hmin < hV < hmam
0 S PS < Ptot
0 S PV Ptot
1
Iwr],| = —==, 7={S,1,t,D}, ¥n, (19)

where ¥ = {zv, yv, hv, ws, Wp, Wy, Wy, Ps, Py }. The first
constraint indicates that the FD-UAV relay should be deployed
between the SN and the DN. The second constraint limits
the altitude of the FD-UAV relay, where A, and hpgax are
the minimum and maximum values, respectively. The third
and fourth constraints indicate that the transmit powers are
nonnegative and cannot exceed a maximum value, where PStOt
and P{°" are the maximum transmit powers of the SN and the
FD-UAV relay, respectively. The fifth constraint is the CM
constraint on the analog BFVs. Due to the non-convex nature
and high-dimensional, highly coupled variable vectors, Prob-
lem (19) cannot be directly solved with existing optimization
tools. Thus, we develop a solution for (19) in the next section.

III. SOLUTION OF THE PROBLEM

Since in Problem (19) the position variables, BFVs, and
power control variables are highly coupled, it is difficult to
obtain a globally optimal solution. In this section, we develop
a sub-optimal solution for Problem (19). Since the position
of the FD-UAV relay crucially affects the S2V and V2D
channel matrices, we first optimize xv, yyv, and hy. Then,
given the position of the FD-UAV relay and the corresponding
instantaneous CSI, we develop the proposed AIS algorithm for
joint optimization of the BFVs and the power control variables.
Finally, we summarize the proposed overall solution for joint
positioning, beamforming, and power control in mmWave
FD-UAV relay systems.

A. Positioning Under Ideal Beamforming

Since the LoS path is much stronger than the NLoS paths
at mmWave frequencies in general, we neglect the NLoS
paths for optimization of the position of the FD-UAV relay
in this subsection. Furthermore, the motivation for deploying
an FD-UAV relay is to establish LoS communication links for
both the S2V and the V2D links, otherwise the communication
quality will be poor. Thus, we assume that both the S2V and
the V2D links have an LoS path,* and optimize the position of
the FD-UAV relay under the assumption of ideal beamforming.

Definition 1 (Ideal Beamforming): For ideal BFVs w,
7 = {S,r,t,D}, assuming an LoS environment, the FD-UAV
relay system achieves the full array gains for the S2V and V2D
links, respectively, while the SI and the interference caused by

4For a sufficiently large hpn,in, the probabilities that LoS paths exist, given
by (17) and (18), approach 1 [13], and thus the LoS-environment assumption
adopted for positioning is reasonable. If an LoS path does not exist for the
S2V and/or the V2D links at the optimized position, we resort to the strategy
specified after Theorem 1.
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the S2D link are completely eliminated in the beamforming
domain, i.e.,

2
H 2 _ | 500 tot prtot
|wiHgovws|™ = ‘ﬁsgv Ng” N,

9 2
‘WEH\/QDW‘:| = ‘ﬁS)Q)D‘ NNy, (20)

‘WFHSIWt‘Q = |W]}Z)IHSQDWS|2 =0.

Substituting (14) and (20) into (4) and (5), for a pure LoS
environment, we obtain upper bounds for the achievable rates
of the S2V and V2D links as follows
2 NtotNtotPtot
+ c S — r 25 , (21)
1672 f2  dexe?

Rsov = log, <1

s2v 91
-~ 02 NtotNtotPtot
Ryap = log <1+ t D V>. (22)
g 1672f2  dysso3

Note that the upper bounds given by (21) and (22) are valid
for a pure LoS environment without NLoS paths. When the
NLoS paths are also considered, we obtain upper bounds for
the achievable rates of the S2V and V2D links as follows

_ Lsav 2 NtotNtotPtot

Rey = logy (1 3B =) @
£=0 1
Lvap

}:{VQD = log, <1 + Z
£=0

We refer to the achievable rates in (21) and (22) as approx-
imate upper bounds, and to the achievable rates in (23) and
(24) as strict upper bounds. Since the NLoS paths are not
a priori known for different positions of the FD-UAV relay,
the approximate upper bounds are used for UAV positioning.
The performance gap between the approximate upper bounds
and the strict upper bounds will be evaluated via simulations
in Section IV.

As can be seen, for an LoS environment and ideal beam-
forming, the achievable rates in (21) and (22) depend only
on the distances dgov, dyap, and the transmit powers Fs,
Py. Note that the achievable rates are both monotonically
increasing in the transmit power. Hence, P£°" and P{°" are the
optimal transmit powers maximizing the upper-bound rate for
an LoS environment and ideal beamforming. In the following
theorem, we provide the corresponding optimal position of the
FD-UAV relay.

Theorem 1: For an LoS environment and ideal beamform-
ing, the optimal solution for the UAV’s position is given by
(@, %, By) = (p* 2D, p* YD, hinin) With

tot nrtot ptot 2
N{Ot N ot piot 2

2 NtotNtotPtot
Bidp| ——B ) (24)
2

haLoS

O’ lf NtotNtotPtotO.Q — 2 2 min 2 "LTuS ’
D VIO (2 + Y+ b))
2LoS
tot ATtot ptot 2 2 2 2 P
1, if NN Pteto? (2 + yd + hiin)
? tot nrtot ptot 2 — ALoS ?
pr = N¢" Nyt Pytoy hoin
1 NéOt Ntot Pstot O'%
. T -
5’ L NttotNltjotP\t/otO.% =1,
b — Vb2 —4ad'c .
otherwise
2(1,/ ) )
(25)
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where parameters ', V', and ¢’ are given by
2 2
a/ B (NéOtNrtOtPStOt) aLoS B (NttotngotP\t/ot> 108
= 2 2
o1 03
2 2
X (xD + yD) )
tot prtot ptot

ALoS
U% ) ($2D + yl%) )

2

2
NtotNtotPtot Los
¢ = () @b+

71
NéOtNIPOtPStOt ﬁ 3 NgsotN]tDotP\t/ot ﬁ h2 V
O—% O_% min*
(26)
Proof: See Appendix A. |

Since an LoS environment and ideal beamforming are
assumed in Theorem 1, in the following, we refer to (25) as the
conditional optimal position of the FD-UAV relay. However,
due to possible obstacles on the ground, the LoS path for the
S2V and V2D links may be blocked. Since the existence of
an LoS path depends on the actual environment and is not
a priori known by the SN, UAV, and DN, it is necessary for
the FD-UAV relay to adjust its position if needed. To this
end, the UAV is initially deployed to the conditional optimal
position (z3, 43, hiy) and the instantaneous CSI is acquired.
If there exist LoS paths for both the S2V and the V2D links,
the UAV remains at position (z%,33, hy) as it is optimal
for an LoS environment. Otherwise, if an LoS path for the
S2V link and/or the V2D link does not exist for position
(23, Y3, hiy), the UAV moves around the initial position until
LoS links are established. Specifically, we start an iterative
process indexed by t. The t-th neighborhood for the position
of the FD-UAV relay is defined as C; = {(2% % i€, ¥ =
J€y, hmin +kep) € C | 4,5,k =0,1,--- ,t}, where €, €,, and
€5, determine the granularity of the search space for directions
x, y, and z, respectively. C = [0, zp| X [0, yp] X [Amin, Pmax]
denotes the feasible region for the position of the FD-UAV
relay. During the search, the UAV gradually increases its
distance from (23, y37, h{y), i.e., index ¢ is increased by 1 in
each iteration. The iteration terminates when a point in C; is
found which yields LoS paths for both the S2V and the V2D
links, and the selected position of the FD-UAV relay is given
by

(2%, yv, hyy) = arg min dg ) p, 27)

(z,y,h)EL,

where £; C C; \ C;—1 denotes the set of coordinates
which yield LoS paths for both the S2V and the V2D
links in the ¢-th neighborhood, and C; \ C;—; contains the
elements of C; that are not included in Ci—i. dyypn =
V(@ —a23)2+ (y — y)? + (h — hy)? is the Buclidean dis-
tance between the candidate coordinates (z,y,h) and
(@3, Y37, hiy). If £, contains multiple sets of coordinates which
have the smallest distance from the initial position, one set of
the coordinates is selected at random from these candidates.

Hereto, the position of the FD-UAV relay is determined.
Note that the transmit powers at the SN and FD-UAV relay
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are set to the maximal possible values. However, this may
result in a waste of power. For instance, when the achievable
rate of the S2V link is always smaller than that of the V2D
link, increasing the FD-UVA’s transmit power can not enlarge
the achievable rate of the DN because the rate is limited by
the S2V link. Besides, if the SI is not completely suppressed
for non-ideal beamforming, increasing the FD-UAV’s transmit
power may also increase the interference for the S2V link, and
thus the achievable rate decreases. For these reasons, in the
following, we first design the BFVs before we optimize the
power control to maximize the achievable rate.

B. Beamforming Design

In this subsection, we design the BFVs for the given
coordinates of the FD-UAV relay. It is assumed that full CSI
is available at the SN, the DN, and the FD-UAV relay, where
both the LoS and NLoS components are considered for the
S2V and the V2D links. Due to the non-convex CM constraints
and the coupled variables, it is challenging to jointly optimize
the BFVs at the SN, UAV, and DN. To address this issue,
we propose the AIS algorithm, which employs alternating
optimization to design the BFV at the SN, the BFV at the DN,
and the Tx/Rx-BFV at the FD-UAV relay. First, we initialize
the BFVs with the normalized steering vectors corresponding
to the LoS paths for the S2V and V2D channels, i.e.,

1
—37(95'0)7 d)‘(rO))ﬂ T = {Sa r, tv D} .

Then, we start an iterative process. Given an SN-BFYV,
a DN-BFV, and a Tx-BFYV, such that the received signal power
of the V2D link and the interference from the S2D link are
fixed, motivated by (5), we optimize the Rx-BFV to maximize
the received signal power of the S2V link, while suppressing
the SI. Specifically, in the k-th iteration, we solve the following
problem:

wl® = (28)

(k—l)‘
S

Maximize ‘er Hgovw

Wy
Subject to ‘WEHSIWEk_l)‘ < nik),
1

|[wil,,| < , 1<n <N (29)
" T /Nt
(k—1) (k—1)
where wg and w; are the fixed SN-BFV and Tx-BFV

obtained in the (k — 1)-th iteration, respectively, and ngk)

is the interference suppression factor. The suppression factor
successively decreases in each iteration. Besides, the CM
constraint on the BFV is relaxed to a convex constraint in
Problem (29). We will show later that this relaxation has little
influence on the performance.

Similarly, given the Rx-BFV obtained in Problem (29),
ie., wgk), and the DN-BFV w](Dk 71), such that the received
signal power of the S2V link and the interference from the S2D
link are fixed, motivated by (4), (5), we optimize the Tx-BFV
to maximize the received signal power of the V2D link,
while suppressing the SI. Specifically, we solve the following

2063
problem:
Maﬁi/mize ‘W](Dk_l)HHVQDWt
Subject to ‘Wﬁk)HHSIWt‘ <ns",
1
[[wil,| < L<n <N G0

(k)

where 7, ~ is the interference suppression factor.

After obtaining the Rx-BFV wﬁk) and the Tx-BFV wék) in
the k-th iteration, we optimize the SN-BFV and DN-BFV in a
similar manner. Specifically, given the fixed DN-BFV wgC 71),
we optimize the SN-BFV to maximize the received signal
power of the S2V link, while suppressing the interference

caused by the S2D link, i.e.,

Ma)\(hiénize ‘Wx(.k)HHSQVWS‘
Subject to ‘w]gk_l)HHsngs‘ < n:gk),
1
|[ws],| < 1<n < Ng',  (31)

Finally, we optimize the DN-BFV to maximize the received
signal power of the V2D link, while suppressing the interfer-
ence caused by the S2D link, i.e.,
<k>‘

Maximize ‘ngvgpwt

WD

Subject to ‘W]}:)IHSQDWék)‘ < nf;k)a

1
=, 1 <n<Ng",
VND
To ensure that the interferences from the SI channel and the
S2D channel are reduced in each iteration, we set 77§k> =n+
ul(.k) fori = {1,2,3,4}, where 7 is a nonnegative lower bound

for the interference suppression factor. One possible choice is

k F Dk ® o (k P k ¢
M(l):uzﬁ ’Mé):u (k) _ ,and/h(;):&;—,

1_’ MS [ S
where « is defined as thne step size folr€ the reduction of the
interference suppression factor. The iterative process can be
stopped when the increase of the achievable rate is no larger
than a threshold ¢,..

Problems (29), (30), (31), and (32) have a similar form.
Thus, we only develop the solution of Problem (29) in detail,
and the other problems can be solved in the same manner. For
Problem (29), a convex objective function is maximized, which
makes it a non-convex problem [50]. Fortunately, a phase
rotation of the BFVs does not impact the optimality of this
problem. If w’ is an optimal solution, then w*e/™ is also
an optimal solution. Exploiting this property, we can always
find an optimal solution, where the argument of the magnitude
operator |- | in the objective function of Problem (29) is a real
number. Then, Problem (29) becomes equivalent to

[wpl,| <

(32)

Maximize R (erHsng(Sk_l))

Wy

Subject to ‘WEHSIWEkil)‘ < n%k),

(Wi, | < —

= W’

1<n <N (33)
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where R(-) denotes the real part of a complex number.
Problem (33) is a convex problem and can be solved by
utilizing standard optimization tools such as CVX [50].

After obtaining the optimal solution of Problems (29), (30),
(31), and (32), which we denote by w;, w¢, wg, and wp,
respectively, we normalize the modulus of the BFVs’ elements
to satisfy the CM constraint, i.e.,

{ng,)} _ 1wy,

n /Nt [[we] |’

1 <n< NP 7={S1t,D}.
(34)

During the alternating optimization of the Tx-BFV and
Rx-BFV in Problems (29) and (30), respectively, the SI at
the FD-UAV relay decreases successively, because the interfer-
ence suppression factor decreases in each iteration. Similarly,
the interference from the S2D link decreases successively,
benefiting from the alternating optimization of the SN-BFV
and DN-BFV in Problems (31) and (32), respectively. Mean-
while, the beam gains of the target signals are maximized.
With the AIS algorithm, the interference suppression factor
finally converges to its lower bound 7, and thus the powers
of the SI and the interference from the S2D link are no larger
than 7? P¥P' and n? P, respectively. To maximize the
achievable rate, the interference powers should be restricted
to be smaller than the noise powers, i.e., n* P®°" < 0% and
n* P < o3. Hence, a small 7 is preferable to minimize
the influence of the SI. However, a too small value of n leads
to smaller gains of the target signals because of the stricter
interference constraints in (29), (30), (31), and (32). In fact,
there is a tradeoff between the powers of the interferences and
the powers of the target signals.

Now, the influence of the relaxation and normalization of
the BFVs remains to be analyzed. To this end, we provide the
following theorem.

Theorem 2: There always exists an optimal solution of
Problem (29), where at most one element of the optimal BFV
does not satisfy the CM constraint.

Proof: See Appendix B. [ ]

Theorem 2 suggests that the relaxation and normalization of
the BFVs in (34) have little influence on the rate performance
because they impact at most one of their elements. In partic-
ular, when the number of antennas is large, the impact of a
single element’s normalization on the effective channel gain
is small.

C. Power Control

As we have discussed before, to maximize the achievable
rate from the SN to the DN and to avoid a waste of transmit
power, the power control at the SN and FD-UAV relay should
be carefully designed. Substituting the designed BFVs into (4)
and (5), we obtain the achievable rates of the S2V and V2D
links as follows

~ GsavPs )

Reoy = logy [ 14+ ——S2VI5 ) 35
S2v o) ( GsiPy + o (35)

~ Gvap Pv

R =1 1+— 36
vaop = logy ( + GomPs+02 ) (36)
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NE:
where  Ggov = ‘ng)HHSQVW(Sk) , Gsr =
2 NE:
‘ng)HHSIWEk) , Gvap = ‘W](Jk)HHWDWék) » and
2
Gsap = WgC)HHSQDWék)‘ .

To maximize the minimum of Rgoy and RVQD as well as
minimize the total transmit power, we provide the following
theorem.

Theorem 3: For given position and BFVs, the optimal
power allocation for the SN and FD-UAV relay is given as
follows

PS* = §Ot’ GSQVPtot
. S
_ 2 _ f ——————5
P = by + /b7 4a101’ if Gsi P 1 o7
2&1
Gvap Pi"

< _veply |
Gsap PY 4 03’

pr— —by + \/b% — 4agco
S — ;

tot
Gsov Pg°

2a f D3
Ro-PE, Gl
- )

GVQD Ptot

> ———=— (37)
GSQDPS + 05
where a1 = GsiGyap, b1 = Gvapol, ¢ =
—Gsav P (Gsop P + 03), and az = GsapGsavy, by =
ngvo'g, Co = —GVQDP\t/Ot (GSIP\t/Ot + O'%)

Proof: Note that our goal is to maximize the minimum
of ngv and RVQD. Assume that the optimal transmit powers
at the SN and the FD-UAV relay are both smaller than their
maximum values, i.e., P& < P{°" and Py < P{P'. We set
P§ = (14 6)P% and Py = (1 + 0)P;, where ¢ is positive
and small enough to ensure that (PS, Pg) do not exceed the
maximum values of the transmit powers. It can be verified that
(PS, Pg) yield a larger achievable rate than (Pg, P;), which
contradicts the assumption that (P, Py) is optimal. Thus,
we conclude that for the optimal power allocation, at least
one of the transmit powers assumes the maximum possible
value.

When Gsav 5™ Gvap Py we have R <R
GSIP\t/Ot +U% GSQDPgﬁ' +U§ 5 S2V V2D-

Thus, P§ = P{°" maximizes the achievable rate of the S2V
link. Meanwhile, to avoid the waste of transmit power and to
maximize the achievable rate, Py should be reduced, whereby
the achievable rate of the V2D link decreases while the
achievable rate of the S2V link increases. Solving equation
Rvap = Rgav for P¢ = P{°', we obtain the optimal transmit

_ /b2 —
power of the FD-UAV relay as P; = w.

1
- Gsav PS* Gvap Py*
Similarly, when Gai PP ro? 2 Gaap Pltiel’ we have

Rsov > Rvap. Thus, P} = P{°* maximizes the achievable
rate of the V2D link. Meanwhile, to avoid the waste of transmit
power and to maximize the achievable rate, Ps should be
reduced. Then, the achievable rate of the S2V link decreases
while the achievable rate of the V2D link increases. Solving
equation Ryap = Rgoy for P} = PP, the optimal transmit

—b2+\/bg—4(l202 ThlS

power of the SN is obtained as Pg = T
concludes the proof. [ ]
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Hereto, we have obtained the optimal solution of the trans-
mit power variables.

D. Overall Solution

We summarize the overall solution of the joint position-
ing, beamforming, and power control problem for mmWave
FD-UAV relay systems in Algorithm 1. In line 1, we obtain
the conditional optimal position of the FD-UAV relay based
on Theorem 1, assuming an LoS environment and ideal
beamforming. In lines 2-11, we find the position of the
FD-UAV relay in a neighborhood of the conditional optimal
position. Then, in lines 17-31, we successively decrease the
interferences by alternately solving Problems (29), (30), (31),
and (32), where the optimal power allocation according to
Theorem 3 is incorporated in each iteration to maximize the
achievable rate, see line 29. Note that the position of the
FD-UAV relay is not updated during the iterative process as
the obtained solution achieves a near-optimal performance if
the proposed algorithm approaches ideal beamforming. The
algorithm terminates if the improvement in the achievable rate
from one iteration to the next falls below a threshold ¢,.. The
convergence of Algorithm 1 will be studied via simulations in
Section IV.

In the proposed joint positioning, beamforming, and power
control algorithm, the FD-UAV positioning is determined
first and entails a maximum computational complexity of
O (K,KyKp), where K, = [i—f}, K, = f?f?], and
K = [%1 are the maximum possible numbers of
candidate coordinates for directions x, y, and z, respec-
tively. The complexity of solving Problem (29) by using
the interior point method and the normalization of the

Rx-BFV is O (N*") and O (N'°!), respectively [50].
Then, the complexity of the joint beamforming and power con-

trol process from line 19 to 30 in Algorithm 1 is O ( Not 3.5

max >
where N!Y = max{N° Nf°' N Nt} As a result,

the overall computational complexity of Algorithm 1 is
@) (KzKyKh + T Ntot 3'?, where T is the maximum num-

max
ber of iterations of the AIS algorithm.

IV. PERFORMANCE EVALUATION

In this section, we provide simulation results to evaluate
the performance of the proposed joint positioning, beamform-
ing, and power control scheme for mmWave FD-UAV relay
systems.

A. Simulation Setup and Benchmark Schemes

We adopt the channel models in (7), (8), (9), and (11),
where the probabilities that an LoS path exists for the S2V
and V2D channels are given by (17) and (18), respectively.
The number of NLoS components for the S2V, V2D, and S2D
channels are assumed to be identical, i.e., Lgoy = Lvaop =
Lgosp = L. The adopted simulation parameter settings are
provided in Table I [47], [49], unless specified otherwise.
Half-wavelength spacing UPAs are used at all nodes, and the
Tx-UPA and Rx-UPA at the FD-UAV relay are parallel to each
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Algorithm 1: Joint Positioning, Beamforming, and Power
Control for mmWave FD-UAV Relay Systems
Illpl.lt: Ms, Ns, MD, ND, Mt, Nt, Mr, Nr, ID, YD,
hminv hmax PStOt, P\t/'Ot, 01, 02, fc ALoS, (NLoS>»
Of, G, b, €5, €y, €p, N, K, €.
Output: =3, yy, hy, wg, wp, wi, wi, P3, P.
1: Calculate (z3, Y37, hiy) based on Theorem 1.
2. if (2%, y3, h3y) has an LoS environment then
3 Set (x%'ay%ahgf) = (l'{/vy{(/vh{/)
4: else
5. Initialize t = 0, Co = { (a3, W5, )} Lo = .
6: while £; is empty do
7: Update t =t + 1.
8
9

Obtain C; and L.
end while
10:  Determine (x%, 3%, hy) based on (27).
11: end if
12: Estimate channel matrices Hgov, Hvop, Hsop,
and Hgy.

13: Initialize k = 0.

() ,(0) (0)

14: Initialize WSO), wp’, wr  and w;’ according to (28).
15: Tnitialize ;i”) = ‘W§O>HHSIW§°> .

16: Calculate RéOQ)D according to (6) and define

-1
R ) k)
17: while Rgop) — Ry " > €, do
18: k=k+ 1.
: *) _ miha”

19:  Update the suppression factor p; ° = —— and

=+ u® fori=1,3.

(®)

20:  Update the suppression factor ugk) = % and

) =n+pti=2,4.

21:  Solve Problem (29) to obtain wy.

22:  Normalize w; according to (34) and obtain wgk).
23:  Solve Problem (30) to obtain wy.

24:  Normalize wy according to (34) and obtain w
25:  Solve Problem (31) to obtain wg.

26:  Normalize wg according to (34) and obtain w
27:  Solve Problem (32) to obtain wp,.

28:  Normalize wpy according to (34) and obtain wgC ),
29:  Obtain Pék) and P\(,k) according to Theorem 3.
30:  Calculate Ré’;)D according to (6).

31: end while

32 Wi = wgk), Wi = wék), Py = Ps(k), and P} =
33: return a3, 43, by, wi, wiy, wi, wi, P, B

(k)
N

(k)

P,

other with a distance of 10\ (= 8 cm). For the proposed AIS
algorithm, the lower bound for the SI suppression factor is set

g1 g2

104/PEot 7 10, /Pt

power is in the same range as the noise power. Each simulation
point is averaged over 10 node distributions and channel
realizations, where the DN is randomly distributed in a disk
of radius 500 m, with the SN at its center.

Two upper bounds for the achievable rate for mmWave
FD-UAV relay systems are considered. The proposed

to 7 = min , such that the interference
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TABLE I
SIMULATION PARAMETERS

Parameter Description Value
Amin Minimum altitude of UAV 100 m
max Maximum altitude of UAV 300 m
Pov Maximum transmit power of the SN 20 dBm
piot Maximum transmit power of the UAV 20 dBm
o? Power of the noise at the UAV -110 dBm
o3 Power of the noise at the DN -110 dBm
fe (=¢c/N) Carrier frequency 38 GHz
a1,08 Path loss exponent for LoS paths 1.9
QANLoS Path loss exponent for NLoS paths 33
L Number of NLoS components 4
or Standard deviation of shadow factor 1/ VL
a Environment parameter in (17) and (18) 11.95
b Environment parameter in (17) and (18) 0.14
Mg x Ng Antenna array size at the SN 4x4
Mp x Np Antenna array size at the DN 4 x4
M x Ny Antenna array size of Tx-UPA at the UAV 4 x4
M, X Ny Antenna array size of Rx-UPA at the UAV 4 x4
€x Granularity for coordinate x 1 m
€y Granularity for coordinate y I m
€n Granularity for coordinate h 1 m
K Step size for AIS 10
€r Threshold for convergence of Algorithm 1 | 0.01 bps/Hz

approximate upper bound is obtained as the minimum
of (21) and (22), while the proposed strict upper bound
is the minimum of (23) and (24). For both upper bounds,
the FD-UAV relay is assumed to be at the designed position
(%, Yy, hy). Furthermore, three benchmark schemes are used
for comparison, namely “RandPos & AIS”, “DesPos & steer”,
and “DesPos & OMP”, respectively. For the “RandPos &
AIS” scheme, the position of the FD-UAV relay is randomly
selected from the feasible region of Problem (19), and the
proposed AIS algorithm is employed for beamforming. For
the “DesPos & steer” scheme, the designed position for the
FD-UAV relay, i.e., (2%, y5, h$,) given by (27), is employed,
and the steering vectors in (28) are used for beamforming. For
the “DesPos & OMP” scheme, the designed position for the
FD-UAV relay is employed, and the BFVs are obtained by
utilizing the OMP-based SI-cancellation precoding algorithm
in [36], where the number of RF chains is denoted by Ngrr.
For all benchmark schemes, the optimal transmit powers from
Theorem 3 are adopted at the SN and the FD-UAV relay.

B. Simulation Results

First, in Fig. 2, we evaluate the convergence of the proposed
AIS beamforming method (Algorithm 1) for different step
sizes for the reduction of the interference suppression factor
(i.e., k in Algorithm 1). Identical sizes are adopted for the
UPA at the SN, the UPA at the DN, and the Tx and Rx
UPAs at the FD-UAV relay, i.e., 4 x 4 or 8 x 8. As can be
observed, the proposed ASIS beamforming method converges
very fast to a value close to the performance upper bound, and
the approximate upper bound is very close to the strict upper
bound. These results confirm the assumption of a pure LoS
environment in Section III-A because the LoS path has much
higher power compared to the NLoS paths. When the antenna
array size is 4 x 4 at the FD-UAV relay, after convergence,
the performance gap between the proposed method and the
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Fig. 2. Evaluation of the convergence of the proposed Algorithm 1 for
different values of k.
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—©— strict upper bound, A" = 0dBm
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2r ~---#---- approximate upper bound, P§/°‘ =40dBm

~=-#--- proposed method, P\’" = 40dBm

o . .
0 2 4 6 8 10
Iteration index

Fig. 3.  Evaluation of the convergence of the proposed Algorithm 1 for
different maximum transmit powers of the FD-UAV relay.

upper bound is no more than 0.3 bps/Hz, and this gap reduces
to 0.1 bps/Hz when the antenna array size is 8 x 8. For larger
numbers of antennas, there are more DoFs for minimization
of the SI. Thus, the performance gap between the proposed
method and the upper bound becomes smaller. The results
in Fig. 2 demonstrate that the proposed method can achieve
a near-upper-bound performance in terms of the achievable
rate. In addition, the speed of convergence of the proposed
AIS algorithm depends on the step size for the reduction
of the suppression factor. For larger x, the AIS algorithm
converges faster. However, if s is chosen too large, for
example, K — +o00, the SI decreases too fast in the first
iteration for designing wi® . As such, the effective channel
gain of the S2V link may be much smaller than that of the V2D
link, which negatively affects the achievable rate of the DN.
Thus, to achieve a favorable tradeoff between the achievable
rate and computational complexity, we set x = 10 for the
following simulations.

Fig. 3 shows the convergence performance of the proposed
AIS algorithm for different maximum transmit powers of
the FD-UAV relay. For all considered cases, the proposed
algorithm converges to a near-upper-bound achievable rate
within few iterations, where all curves reach steady state after
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Fig. 4. Normalized channel gains and transmit powers versus iteration index.

4 iterations. Particularly, as the maximum transmit power at the
FD-UAV relay increases, the number of the iterations required
for convergence increases. The reason is that a higher transmit
power of the UAV causes more SI, and thus more iterations
are required to successively reduce the SI.

To shed more light on the properties of Algorithm 1,
in Fig. 4, we show the change of the channel gains
and transmit powers during the iterations. In particular,
we show the normalized channel gains, which are the
ratios of the effective channel gains and the noise power
in (4) and (5), i.e.,
|ngV2Dwt‘2 /o2, and ‘WEHSQDWS‘Q /o?. As can be
observed, the channel gain of the SI channel decreases fast and
converges to the lower bound 7? /o3, since the SI suppression
factor is reduced in each iteration in (29) and (30). The channel
gain of the S2D channel is always lower than that of the
SI channel because of the long transmission distance and
the blockage of the LoS link between SN and DN. Besides,
the channel gains of the S2V and V2D links remain almost
unchanged during the iterations, which confirms the rational
behind the proposed AIS beamforming algorithm. This is also
the reason for why the achievable rate of the proposed scheme
can approach the performance upper bound. For the variation
of transmit powers, during the first iteration, the transmit
power of the FD-UAV relay is very low, while the SN transmits
with the maximal power. This is because the S2V link suffers
from high SI for the initially chosen BFVs, and thus the
FD-UAV reduces the transmit power to decrease the SI. After
several iterations, the effective channel gain of the SI channel
becomes lower, and thus the FD-UAV relay can increase its
transmit power to improve the achievable rate of the V2D link.

Fig. 5 compares the achievable rate performance of different
methods as a function of the SN transmit power. As can
be observed, the proposed joint position, beamforming, and
power control method achieves a performance very close to
the performance upper bound, and outperforms all benchmark
schemes. In addition, as PS‘“’t increases, the speed of the
increase of the achievable rate becomes smaller. The reason for
this behavior is as follows. According to Theorem 1, the con-

2
erHsngs‘ /o2, WII:IHSIWt‘ /ot
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Fig. 5. Achievable rates of different methods versus SN transmit powers.
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Fig. 6. Achievable rates of different methods versus FD-UAV relay transmit
powers.

ditional optimal position of the FD-UAV relay moves towards
the DN as the transmit power of the SN increases. When P
is sufficiently large, the conditional optimal position of the
FD-UAV relay is right above the DN, and the achievable rate
of the V2D link cannot increase anymore. In other words,
the overall achievable rate is limited by the rate of the V2D
link. We also observe that for one RF chain, the OMP-based
SI-cancellation precoding algorithm in [36] yields a simi-
lar performance as the steering vector-based beamforming
scheme. When the number of RF chains increases, more SI
can be mitigated in the digital beamforming domain, and the
performance of the “DesPos & OMP” scheme improves [36].

Fig. 6 compares the achievable rate performance of dif-
ferent methods as a function of the FD-UAV relay transmit
power. The proposed scheme outperforms again all bench-
mark schemes. As P\t/Ot increases, the achievable rate of
the proposed method improves, but the rate of improvement
decreases. The reason for this is that the position of the
FD-UAV relay moves towards the SN as Py increases. When
the transmit power of the FD-UAV relay is sufficiently large,
the conditional optimal position of the FD-UAV relay is
right above the SN, and the achievable rate of the S2V link
cannot be further improved and limits the overall performance.
In addition, as the transmit power of the FD-UAV relay
increases, the achievable rate of the “DesPos & steer” scheme
remains low because the SI is high at the FD-UAV relay
if the steering vectors are employed for beamforming. The
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Fig. 8. Achievable rates of different methods versus antenna array sizes for

My =N, =N, and 7 = {t,1,S,D}.

results in Figs. 5 and 6 indicate that both the UAV positioning
and the BFVs have a significant impact on the achievable-rate
performance of mmWave FD-UAV relay systems.

Fig. 7 compares the achievable rate of different methods
as a function of the SN-DN distance. For each point on the
horizontal axis, the DN is randomly distributed on a circle
with the SN at its center and a fixed radius, i.e., the SN-DN
distance. As can be observed, the achievable rates for the
five considered schemes all decrease as the distance increases
because the path loss increases. In particular for the “RandPos
& AIS” scheme, the achievable rate decreases rapidly with
increasing distance. The reason for this behaviour is that, for
larger SN-DN distances, the range of possible UAV positions
increases, and the randomly deployed UAV may be further
from the conditional optimal position.

Fig. 8 compares the achievable rate of different methods as
a function of the antenna array size for M, = N, = N, and
7 = {t,r,S,D}. As the antenna array size increases,
the achievable rate of the proposed joint positioning,
beamforming, and power control method also increases
because higher array gains can be obtained and more
DoFs are available for suppression of the SI. However,
due to the jitter of the UAV, the elevation angles and the
azimuth angles of the air-to-ground channels may change
rapidly, which results in beam misalignment. To evalu-
ate the impact of beam misalignment, we model the real
AoDs/AoAs of the S2V link and the V2D link as uniformly
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distributed ranﬁdom variables with fixed means and iievia—
tion Oy, ie., O € [99 62,0 + 5m/2} and %) €

[ O 5m/2, 6 +5m/2} for 7 = {t,r,S,D}. The BFVs
and power control are designed based on the estimated AoDs
and AoAs (Q(Te) and d)(f) ), while the achievable rates are
calculated based on the real AoDs and AoAs (01" and 4'%).
As can be observed from Fig. 8, the achievable rates are
very close to the upper bound for 6,, = 1°, 6, = 5°,
and J,, = 10°. The reason is as follows. According to the
array theory, the half-power beamwidth for a linear phased
array employing steering vectors is © = 2|6,,, — 6|, where
BA

2md
O = cos™! |25 (—B+ 2E2)] is the 3-dB point for the
array gain, (3 is the difference in phase excitation between
the antenna elements, and N is the array size [46]. For
N =9, =0, and d/\ = 1/2, the half-power beamwidth
is © ~ 11.3°. Thus, beam misalignments with deviations not
exceeding 10° have little impact on the achievable rate. For
larger array sizes, the beamwidth decreases and the impact
of beam misalignment becomes more significant. The results
in Fig. 8 demonstrate the robustness of the proposed AIS
beamforming algorithm with respect to beam misalignment.

0 = cos™? ) is the angle maximizing the array gain,

V. CONCLUSION

In this paper, we proposed to employ an FD-UAV relay
to improve the achievable rate of a mmWave communication
system, where the SN, DN, and FD-UAV relay are all equipped
with UPAs and use directional beams to overcome the high
path loss of mmWave signals. Analog beamforming was
utilized to mitigate the SI at the FD-UAV relay. We formu-
lated a joint optimization problem for the UAV positioning,
analog beamforming, and power control for maximization of
the minimum of the achievable rates of the S2V and V2D
links. To solve this highly non-convex, highly coupled, and
high-dimensional problem, we first obtained the conditional
optimal position of the FD-UAV relay for maximization of an
approximate upper bound for the achievable rate, under the
assumption of an LoS environment and ideal beamforming.
Then, the UAV was deployed at the position which was closest
to the conditional optimal position and yielded LoS paths for
both the S2V and the V2D links. Subsequently, we developed
an iterative algorithm for joint optimization of the BFVs
and the power control variables. In each iteration, the BFVs
were optimized for maximization of the beam gains of the
target signals and successive reduction of the interference,
and the optimal power control variables were updated in
closed form. Simulation results demonstrated that the proposed
joint positioning, beamforming, and power control method
for mmWave FD-UAV relay system can closely approach a
performance upper bound in terms of the achievable rate and
significantly outperforms three benchmark schemes.

APPENDIX A
PROOF OF THEOREM 1

Based on (21) and (22), we find that to maximize the
achievable rate, the FD-UAV relay should always be deployed
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on the line segment between the SN and the DN with the
minimum altitude. Otherwise, the S2V and V2D distances
would both increase, which results in an additional propaga-
tion loss. Thus, we can set the coordinates of the UAV as
(v, yv, hv) = (prD, pyp, hmin), Where 0 < p < 1.

Notice that the objective in Problem (19) is to maximize the

L. . Ntut Ntut Ptut 0,2
minimal rate of the S2V and V2D links. If Gfsiopior 3 <
oLos ¢t Yo fvion
BOLo

m“2 i, We have Rsayv < Ryap forany p € [0, 1].
+yd+h
h?lS the FD-UAV relay should be deployed right at the SN to

maximize the minimal rate, i.e., Rgov. As a result, the optimal
coordinates of the UAV are obtained for p* = 0.

Lo .. Niot prtot ptot 2 (ID+yD+h2 )%S

) Slmllarlg/, if N?Ot N]rgotpzoté > }/:‘%E]Sm

Rsav > Ryap for any p € [0,1]. Thus, the FD-UAV relay
should be deployed right at the DN to maximize the minimal
rate, i.e., Ryop. As a result, the optimal coordinates of the

UAV are obtained for p* = 1.

, we have

hOLnS Ntot ptot ptot 0_2
For the case ————07rr < Fhgiorpioigs <
(x2D+y]2:’+h[2nin) ) t D ‘v 91

(2D +yb +hiin)
TS
depends on the value of p. It is easy to verify that Rgov
is decreasing in p, while Rysp is increasing in p. Thus,
the minimal rate is maximized if and only if Rgoy = R\/'QD
N%nt Ntnt Ptnt z
W =1,
we obtain a linear equation with solution p* For the
other cases, we have a quadratic equation with solutlon p*
—b—vb—da’e W as shown in (25), which is the unique solution
located in the interval [0, 1]. This completes the proof.

, the relative size of Rgay and Rvyap

This is an equation for variable p. When

APPENDIX B
PROOF OF THEOREM 2

For notational simplicity, we employ the definitions
hgoy = Hsngék_l) and hg; = HSIW(k in (29). Note
that Problems (29), (30), (31), and (32) have a similar form,
Theorem 2 holds for all four problems. We only present the
proof for Problem (29). A similar proof can be provided for
the other problems.

Let w; denote the optimal solution of Problem (29), which
satisfies

oH j
hgoy = 1€
{ W, S2V 1€ (38)

oH o W
W, hgy = 792,

where [; and w; denote the modulus and phase of wahsgv,
respectively. ls and ws denote the modulus and phase of

w°Hhg;, respectively. According to the formulation of Prob-
lem (29), we know that [ < 7]( ) and [1 is the maximum of
the objective function.

Note that N°* > 2 is an implicit precondition for beam-
forming at the mmWave FD-UAV relay. Assume that wy;
has two elements which do not satisfy the CM constraint,
ie., |[wo]rn| < and |[wPlr,| < %, where

1
N!‘?Ot N:,Ot

{mn} {1,2,---,Nf°*} is the sequence of the BFV’s

indices. Furthermore, we keep [wy]x,

= [w?]., fixed for
n=3,4,---, N and construct a new solution by adjusting

2069

[Wy]r, and [Wy|r,, which can be obtained by solving the
following problem:

Maximize |W11.{hsgv|

[Wrlrys[Wilny

Subject to wfIhSI = lyelv?,

1
| [Wr]ﬂ'l | S \/W)
1
Wil | < (39)

Based on the assumption that w; is the optimal solution of
Problem (29), we know that w; is also the optimal solution
of Problem (39), because the feasible region of Problem (39)
is a subset of that of Problem (29).

Next, we provide the following two lemmas to illustrate

a key property of the solution, for &sz uENg2 E:zjﬂ and
[hsov],  [hsi], I
[hszv],,z = Ths ] , respectively.

Lemma 1: If EEZZ} #* % }”1 holds, the assumption
[Wiln | < == Nt — and |[ ] | < \/ﬁ cannot hold.

[ s2v]

Proof: If [hsw]” 7$ hs e, holds, according to the first

constraint in Problem (39) we can express [Wy]r, as a function
of [Wy]r,, ie.,

Nfot
hees = Sl el
[Wr]wzz [hSI]Tr2 [wr]ﬂ—l [hSI]ﬂ'Z
£ fl ([Wr]ﬂ'l) . (40)

Substituting (40) into the objective function of Problem (39),
we obtain

wihgoy
Ntut

=[w:]7, [hsav],, + [wilz, [hsav],, + Z v, thsav],
n=3

=[w:]7, ([hszv]ﬁ1 = [hsav],,

—k
Ntot
> [wrls, [her],, it
n=3

(hsi] .,

12614«12 —

+ [hsav],, [(wylr, [hsav],

n=3

Lhfwis, +b2 fo([Wilm,) - (41)

h
Note that {h?ﬁ” #* {h?}” holds in Lemma 1. Thus,
we have k # 0 in (41). Because of the assumption |[w°], | <
;/m and |[w?].,| < ;,mw we can always find a real

number 0, which is positive and small enough to satisfy

o 1
|[Wr]ﬂ'1 i 6| < N;Ot,

o 1
r]ﬂ—l j:é)l < \/W.

(42)
|f1 ([w
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This means that ([w?]., +9d) and ([w?]r, —d) are both
located in the feasible region of Problem (39). Since [w¢],,
is the optimal solution of Problem (39), the objective function

at (W], + 0 and [w?],, — d is no larger than at [w?],,, i.e.,
{ (Wil + OF < I (w01m)
| fo ([wilm = O)* < |2 ([wile)I*,
According to the definition in (41), we obtain
. a2 . 2
[kwelz, + b+ ko| < [klwelz, +B)
. C a2 . 27
Fwels, +b— ko] < [kiwel;, +9)
~ A\ ¥ . N 2
R ((k[wf];*rl + b) ka) + ‘k‘é‘ <0 e
) o :>2‘k6‘ <0,
— % ((klwelz, +) ko) + ‘ké’ <0
(44)

which contradicts the fact that & # 0 and 6 > 0. Thus, we can
conclude that the assumption that w; has two elements that

do not satisfy the CM constraint cannot hold when {:Szz]” #+
[hsil,,

[hs: ]
not satlsfy the CM constraint, they always have

[hsi] .,
[hsi] .,

. In other words, if there are any two elements that do

[hsov],
[(hsav]., —

[hsav],

[hsi]
Lemma 2: If [hsw]

= [hsl]:l holds, there always exists

another optimal solution of Problem (39), where at least one
of [Wy|r, and [Wy|y, satisfies the CM constraint.

Proof: Based on [:zﬁ” = {:j”, we obtain
T2 ™2
hsav],.,  [hsav],,
[hsi],., (hsil,.,

(wil7, hsov]y, + Wiz, (hsavly, o
(wiz, [hstl,, + W]z, [hsil,,

This indicates that [w,]; [hsov]  + [w]}, [hsov], —and
(Wilr, [hsi];, + [Wilr, [hsi],, always have the same ratio
regardless of the values of [wy]., and [wy].,. We call this
property the constant-ratio property.

X- (45)

Since |[WC]x,| < ——— and |[w?],,| < ——, it is easy
/Ncoc 2 /N“’t

to see that
0 < |[wrls, [hsavl,, + [wels, [hsav],, |

< le_ (Ihsev],, |+ syl ). (6)
and
0 < [[wlz, Mhsil,, + (Wi, [bsil,, |
< \/%(I[hsﬂmlﬂ[hsﬂm )- (47)
Next, we will consider two cases shown in Fig. 9.
We define a = |[w1‘3];’;1 [hsav],, + W], [hsav],, |,
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Imaginary
axis

‘ \
. \\
Real axis
/
/

Case | Case2

Fig. 9. Tllustration of the adjustment for the BFV’s elements.

B = Wl [hSQV]ﬂ—l |, and ¢ = m| [hSQV]ﬂ—z | The
correspondmg angles in Fig. 9 are defined as follows

u= 2 ([wlz, lhsav],, + [Wilr, (hsavl,,)
a2+ b2 — &

VU1 = arccos T, (48)
a?+ —b?
V2 = arccos ——.
2ac

Case I:a > |b—

In this case, according to the constant-ratio property,
it is easy to verify that |[we]z, [hgi] + [welk, [hsil, | >
\/W (‘ [hst],., [+ | [hsi],, ‘) holds. According to the triangle

inequality, we can always find other [w,],, and [w;|,, which
satisfy the CM constraint. The basic idea is to adjust the phases
of the two complex elements, and keep [w.[; [hsav],  +
(w.]%, [hsav],, = @e’* unchanged in Fig. 9. The new
solutions are generated as follows

[Wl?]ﬂ'l = ]:\l].t te_j(u_vl_ﬂl)a
' 49)
I

~ VA

) and Y9 = Z([hgav], ) Then, it is
],T1 and [w?]., in (49) satlsfy

where ¥1 = Z([hgav],
easy to verify that [w

(Wiln, hsav], + Wi, [hsav],,
= [wil7, [hsav],, + [wir, [hsav],,
(wilr, [hsil,, + [wil%, [hsil,,

= [w. ], [hsil,, + [wr]7, [hsil,,

USY

(50)

which means that the designed [w?],, and [w]., in (49) are
also optimal solutions of Problem (39) for which all elements
satisfy the CM constraint.
Case 2: @ > |b
In this case, according to the constant-ratio property,
it is easy to verify that |[wel% [hsi], + [wPli, [hsi],,| <

)
W(Hhsﬂ |+ |[hsi],,|) holds. This indicates  that

[wr]7r1 and [w,|,, cannot be adjusted such that both satisfy the
CM constraint because the triangle inequality is not satisfied,
i.e., the difference between the lengths of two sides is less than
the length of the third side. However, we can adjust them such
that one element satisfies the CM constraint. The basic idea
is to enlarge the shorter side to satisfy the CM constraint, and
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then adjust the longer side to keep [w, ] +[w.]:, [hsav]
ae’?" unchanged in Fig. 9.

Without loss of generality, we assume b > ¢ as shown
in Fig. 9.° Then, we can generate a new solution as follows

7\'2_

1 a .
¢l - + i),
ot h
VNt |[hsav], | 51)
(7] = e IO,

| /Niot
It is easy to verify that [w¢]., and [wf]., in (51)

satisfy (50), which means that they are also an optimal solution

of Problem (39) for which only one element does not satisfy
h

the CM constraint. Thus, we can conclude that if % =

[hsi] ., ’

[hsi].,

Problem (39), where at most one element does not satisfy the

CM constraint. [ |

Based on Lemma 1, we know that for any two elements of
[hsov],,

the BFV which do not satisfy the CM constraint, [

hsav],,

holds, we can always construct an optimal solution of

[hsil,,
[hsi].,
satisfy the constant-ratio property in Lemma 2. Then, for any

two elements that do not satisfy the CM constraint, we can
always construct a new solution based on Lemma 2, where at
most one element does not satisfies the CM constraint. Note
that if there are three or more elements that do not satisfy the
CM constraint, this construction can be repeated until only
one or zero elements do not satisfy the CM constraint. Thus,
we can conclude that there always exists an optimal solution
of Problem (29), for which at most one element of the optimal
BFV does not satisfy the CM constraint.

cannot hold. In other words, these elements always

REFERENCES

[11 F. Tarigq, M. Khandaker, K.-K. Wong, M. Imran, M. Bennis, and
M. Debbah, “A speculative study on 6G,” 2019, arXiv:1902.06700.
[Online]. Available: http://arxiv.org/abs/1902.06700

[2] W. Saad, M. Bennis, and M. Chen, “A vision of 6G wireless systems:
Applications, trends, technologies, and open research problems,” IEEE
Netw., vol. 34, no. 3, pp. 134-142, May/Jun. 2020.

[3] J. Zhang, E. Bjornson, M. Matthaiou, D. W. K. Ng, H. Yang,
and D.J. Love, “Prospective multiple antenna technologies for
beyond 5G,” 2019, arXiv:1910.00092. [Online]. Available: http:/arxiv.
org/abs/1910.00092

[4] M. Xiao et al., “Millimeter wave communications for future mobile
networks,” IEEE J. Sel. Areas Commun., vol. 35, no. 9, pp. 1909-1935,
Sep. 2017.

[5] J. Zhang, L. Dai, X. Li, Y. Liu, and L. Hanzo, “On low-resolution
ADCs in practical 5G millimeter-wave massive MIMO systems,” I[EEE
Commun. Mag., vol. 56, no. 7, pp. 205-211, Jul. 2018.

[6] Y. Niu, Y. Li, D. Jin, L. Su, and A. V. Vasilakos, “A survey of millimeter
wave communications (mmWave) for 5G: Opportunities and challenges,”
Wireless Netw., vol. 21, no. 8, pp. 2657-2676, Apr. 2015.

[7] J. Zhang, L. Dai, Z. He, B. Ai, and O. A. Dobre, “Mixed-ADC/DAC
multipair massive MIMO relaying systems: Performance analysis and
power optimization,” /EEE Trans. Commun., vol. 67, no. 1, pp. 140-153,
Jan. 2019.

[8] X. Gao, L. Dai, S. Han, C.-L. I, and R. W. Heath, Jr., “Energy-efficient
hybrid analog and digital precoding for mmWave MIMO systems with
large antenna arrays,” I[EEE J. Sel. Areas Commun., vol. 34, no. 4,
pp. 998-1009, Apr. 2016.

SWhen b < &, we can construct new optimal solutions in a similar manner.

[9]

[10]

[11]

[12]

[13]

[14]

[15]

[16]

[17]

[18]

[19]

[20]

[21]

[22]

[23]

[24]

[25]

[26]

[27]

(28]

[29]

[30]

[31]

2071

Z. Xiao, L. Zhu, J. Choi, P. Xia, and X.-G. Xia, “Joint power allocation
and beamforming for non-orthogonal multiple access (NOMA) in 5G
millimeter wave communications,” IEEE Trans. Wireless Commun.,
vol. 17, no. 5, pp. 29612974, May 2018.

L. Zhu, J. Zhang, Z. Xiao, X. Cao, D. O. Wu, and X.-G. Xia,
“Millimeter-wave NOMA with user grouping, power allocation and
hybrid beamforming,” IEEE Trans. Wireless Commun., vol. 18, no. 11,
pp- 5065-5079, Nov. 2019.

Y. Huang, J. Zhang, and M. Xiao, “Constant envelope hybrid precoding
for directional millimeter-wave communications,” IEEE J. Sel. Areas
Commun., vol. 36, no. 4, pp. 845-859, Apr. 2018.

Y. Liu, X. Fang, M. Xiao, and S. Mumtaz, “Decentralized beam
pair selection in multi-beam millimeter-wave networks,” IEEE Trans.
Commun., vol. 66, no. 6, pp. 2722-2737, Jun. 2018.

Y. Zeng, Q. Wu, and R. Zhang, “Accessing from the sky: A tutorial on
UAV communications for 5G and beyond,” Proc. IEEE, vol. 107, no. 12,
pp. 2327-2375, Dec. 2019.

Y. Zeng, R. Zhang, and T. J. Lim, “Wireless communications with
unmanned aerial vehicles: Opportunities and challenges,” IEEE Com-
mun. Mag., vol. 54, no. 5, pp. 36-42, May 2016.

M. Mozaffari, W. Saad, M. Bennis, and M. Debbah, “Unmanned
aerial vehicle with underlaid device-to-device communications: Perfor-
mance and tradeoffs,” IEEE Trans. Wireless Commun., vol. 15, no. 6,
pp- 3949-3963, Jun. 2016.

Y. Sun, D. Xu, D. W. K. Ng, L. Dai, and R. Schober, “Opti-
mal 3D-trajectory design and resource allocation for solar-powered
UAV communication systems,” I[EEE Trans. Commun., vol. 67, no. 6,
pp. 4281-4298, Jun. 2019.

X. Yu, J. Zhang, R. Schober, and K. B. Letaief, “A tractable framework
for coverage analysis of cellular-connected UAV networks,” in Proc.
IEEE Int. Conf. Commun. Workshops (ICC Workshops), May 2019,
pp. 1-6.

B. Li, Z. Fei, and Y. Zhang, “UAV communications for 5G and beyond:
Recent advances and future trends,” 2019, arXiv:1901.06637. [Online].
Available: http://arxiv.org/abs/1901.06637

Y. Zeng, X. Xu, and R. Zhang, “Trajectory design for completion
time minimization in UAV-enabled multicasting,” IEEE Trans. Wireless
Commun., vol. 17, no. 4, pp. 2233-2246, Apr. 2018.

Q. Wu, Y. Zeng, and R. Zhang, “Joint trajectory and communication
design for multi-UAV enabled wireless networks,” IEEE Trans. Wireless
Commun., vol. 17, no. 3, pp. 2109-2121, Mar. 2018.

Z. Xiao, P. Xia, and X.-G. Xia, “Enabling UAV cellular with millimeter-
wave communication: Potentials and approaches,” IEEE Commun. Mag.,
vol. 54, no. 5, pp. 66-73, May 2016.

L. Zhang et al., “A survey on 5G millimeter wave communica-
tions for UAV-assisted wireless networks,” IEEE Access, vol. 7,
pp. 117460-117504, 2019.

C. Zhang, W. Zhang, W. Wang, L. Yang, and W. Zhang, “Research
challenges and opportunities of UAV millimeter-wave communications,”
IEEE Wireless Commun., vol. 26, no. 1, pp. 58-62, Feb. 2019.

M. Gapeyenko, V. Petrov, D. Moltchanov, S. Andreev, N. Himayat, and
Y. Koucheryavy, “Flexible and reliable UAV-assisted backhaul operation
in 5G mmWave cellular networks,” IEEE J. Sel. Areas Commun., vol. 36,
no. 11, pp. 2486-2496, Nov. 2018.

L. Wang, Y. L. Che, J. Long, L. Duan, and K. Wu, “Multiple access
mmWave design for UAV-aided 5G communications,” IEEE Wireless
Commun., vol. 26, no. 1, pp. 64-71, Feb. 2019.

J. Zhao, F. Gao, Q. Wu, S. Jin, Y. Wu, and W. Jia, “Beam tracking for
UAV mounted SatCom on-the-,ove with massive antenna array,” [EEE
J. Sel. Areas Commun., vol. 36, no. 2, pp. 363-375, Feb. 2018.

L. Zhu, J. Zhang, Z. Xiao, X. Cao, D. O. Wu, and X.-G. Xia, “3-D
beamforming for flexible coverage in millimeter-wave UAV commu-
nications,” IEEE Wireless Commun. Lett., vol. 8, no. 3, pp. 837-840,
Jun. 2019.

Z. Gao, L. Dai, D. Mi, Z. Wang, M. A. Imran, and M. Z. Shakir,
“MmWave massive-MIMO-based wireless backhaul for the 5G ultra-
dense network,” IEEE Wireless Commun., vol. 22, no. 5, pp. 13-21,
Oct. 2015.

W. Zhang and W. Zhang, “Beam training and tracking efficiency analysis
for UAV mmWave communication,” in Proc. IEEE Int. Conf. Commun.
Syst. (ICCS), Dec. 2018, pp. 115-119.

J. Zhang, W. Xu, H. Gao, M. Pan, Z. Feng, and Z. Han, “Position-attitude
prediction based beam tracking for UAV mmWave communications,” in
Proc. IEEE Int. Conf. Commun. (ICC), May 2019, pp. 1-7.

W. Zhong, L. Xu, Q. Zhu, X. Chen, and J. Zhou, “MmWave beam-
forming for UAV communications with unstable beam pointing,” China
Commun., vol. 16, no. 1, pp. 37-46, Jan. 2019.

Authorized licensed use limited to: BEIHANG UNIVERSITY. Downloaded on September 02,2020 at 00:54:30 UTC from IEEE Xplore. Restrictions apply.



2072

(32]

[33]

[34]

[35]

[36]

[37]

[38]

[39]

[40]

[41]

[42]

[43]

[44]

[45]

[46]

(471

(48]

[49]

[50]

IEEE JOURNAL ON SELECTED AREAS IN COMMUNICATIONS, VOL. 38, NO. 9, SEPTEMBER 2020

D. Xu, Y. Sun, D. W. K. Ng, and R. Schober, “Robust resource allocation
for UAV systems with UAV jittering and user location uncertainty,” in
Proc. IEEE Globecom Workshops (GC Wkshps), Dec. 2018, pp. 1-6.
S. Rajagopal, R. Taori, and S. Abu-Surra, “Self-interference mitigation
for in-band mmWave wireless backhaul,” in Proc. IEEE 11th Consum.
Commun. Netw. Conf. (CCNC), Jan. 2014, pp. 551-556.

J. Zhang, X. Xue, E. Bjornson, B. Ai, and S. Jin, “Spectral efficiency of
multipair massive MIMO two-way relaying with hardware impairments,”
IEEE Wireless Commun. Lett., vol. 7, no. 1, pp. 14-17, Feb. 2018.

Z. Xiao, P. Xia, and X.-G. Xia, “Full-duplex millimeter-wave com-
munication,” [EEE Wireless Commun., vol. 24, no. 6, pp. 136-143,
Dec. 2017.

Y. Zhang, M. Xiao, S. Han, M. Skoglund, and W. Meng, “On precoding
and energy efficiency of full-duplex millimeter-wave relays,” [EEE
Trans. Wireless Commun., vol. 18, no. 3, pp. 1943-1956, Mar. 2019.
G. Yang and M. Xiao, “Performance analysis of millimeter-wave
relaying: Impacts of beamwidth and self-interference,” IEEE Trans.
Commun., vol. 66, no. 2, pp. 589-600, Feb. 2018.

K. Satyanarayana, M. El-Hajjar, P.-H. Kuo, A. Mourad, and L. Hanzo,
“Hybrid beamforming design for full-duplex millimeter wave commu-
nication,” IEEE Trans. Veh. Technol., vol. 68, no. 2, pp. 1394-1404,
Feb. 2019.

A. Sabharwal, P. Schniter, D. Guo, D. W. Bliss, S. Rangarajan, and
R. Wichman, “In-band full-duplex wireless: Challenges and opportu-
nities,” IEEE J. Sel. Areas Commun., vol. 32, no. 9, pp. 1637-1652,
Sep. 2014.

G. Liu, F. R. Yu, H. Ji, V. C. M. Leung, and X. Li, “In-band full-duplex
relaying: A survey, research issues and challenges,” IEEE Commun.
Surveys Tuts., vol. 17, no. 2, pp. 500-524, 2nd Quart., 2015.

M. Alzenad, A. El-Keyi, and H. Yanikomeroglu, “3-D placement of an
unmanned aerial vehicle base station for maximum coverage of users
with different QoS requirements,” IEEE Wireless Commun. Lett., vol. 7,
no. 1, pp. 3841, Feb. 2018.

J. Lyu, Y. Zeng, R. Zhang, and T. J. Lim, “Placement optimization of
UAV-mounted mobile base stations,” IEEE Commun. Lett., vol. 21, no. 3,
pp. 604-607, Mar. 2017.

X. Liu et al., “Transceiver design and multihop D2D for UAV IoT cover-
age in disasters,” IEEE Internet Things J., vol. 6, no. 2, pp. 1803-1815,
Apr. 2019.

H. Wang, J. Wang, G. Ding, J. Chen, Y. Li, and Z. Han, “Spectrum
sharing planning for full-duplex UAV relaying systems with underlaid
D2D communications,” IEEE J. Sel. Areas Commun., vol. 36, no. 9,
pp- 1986-1999, Sep. 2018.

X. Cao, P. Yang, M. Alzenad, X. Xi, D. Wu, and H. Yanikomeroglu,
“Airborne communication networks: A survey,” IEEE J. Sel. Areas
Commun., vol. 36, no. 9, pp. 1907-1926, Sep. 2018.

C. A. Balanis, Antenna Theory: Analysis and Design. Hoboken, NIJ,
USA: Wiley, 2016.

T. S. Rappaport, G. R. MacCartney, M. K. Samimi, and S. Sun, “Wide-
band millimeter-wave propagation measurements and channel models for
future wireless communication system design,” IEEE Trans. Commun.,
vol. 63, no. 9, pp. 3029-3056, Sep. 2015.

D. Tse and P. Viswanath, Fundamentals of Wireless Communication.
New York, NY, USA: Cambridge Univ. Press, 2005.

A. Al-Hourani, S. Kandeepan, and S. Lardner, “Optimal LAP altitude
for maximum coverage,” IEEE Wireless Commun. Lett., vol. 3, no. 6,
pp. 569-572, Dec. 2014.

S. Boyd and L. Vandenberghe, Convex Optimization. Cambridge, U.K.:
Cambridge Univ. Press, 2004.

Lipeng Zhu (Student Member, IEEE) received the
B.S. degree from the Department of Mathematics
and System Sciences, Beihang University, in 2017,
where he is currently pursuing the Ph.D. degree
with the Department of Electronic and Informa-
tion Engineering. His research interests include
millimeter-wave communications, non-orthogonal
multiple access, and UAV communications.

Jun Zhang received the B.S., M.S., and Ph.D.
degrees in communications and electronic systems
from Beihang University, Beijing, China, in 1987,
1991, and 2001, respectively.

He was a Professor with Beihang University, and
has served as the Dean of the School of Electronic
and Information Engineering, the Vice President,
and the Secretary of the Party Committee of Beihang
University. He is currently a Professor with the
Beijing Institute of Technology, where he is the
President. His research interests are networked and
collaborative air traffic management systems, covering signal processing,
integrated and heterogeneous networks, and wireless communications. He is
a member of the Chinese Academy of Engineering. He has won the awards
for science and technology in China many times.

Zhenyu Xiao (Senior Member, IEEE) received the
B.E. degree from the Department of Electronics and
Information Engineering, Huazhong University of
Science and Technology, Wuhan, China, in 2006,
and the Ph.D. degree from the Department of Elec-
tronic Engineering, Tsinghua University, Beijing,
China, in 2011.

From 2011 to 2013, he held a post-doctoral posi-
tion with the Electronic Engineering Department,
Tsinghua University. From 2013 to 2016, he was
a Lecturer with the Department of Electronic and
Information Engineering, Beihang University, Beijing, China, where he is
currently an Associate Professor. He has published more than 70 articles,
including the IEEE JOURNAL ON SELECTED AREAS IN COMMUNICA-
TIONS (JSAC), the IEEE TRANSACTIONS ON WIRELESS COMMUNICATIONS
(TWC), the IEEE TRANSACTIONS ON SIGNAL PROCESSING (TSP), the IEEE
TRANSACTIONS ON VEHICULAR TECHNOLOGY (TVT), the IEEE COMMU-
NICATIONS LETTERS (COMML), the IEEE WIRELESS COMMUNICATIONS
LETTERS (WCL), and IET Communications. He is an Active Researcher with
broad interests on millimeter wave communications, UAV and Near-Space
communications and networking, and NOMA. He has been a TPC Member
of the IEEE Global Communications Conference (GLOBECOM), the IEEE
Wireless Communications and Signal Processing (WCSP), the IEEE Inter-
national Conference on Communications (ICC), and the IEEE International
Conference on Communications in China (ICCC). He has received the Best
Reviewer Award of the IEEE TRANSACTIONS ON WIRELESS COMMUNI-
CATIONS 2017, and the Fourth China Publishing Government Award. He has
won the Second Prize of the Natural Science of China Electronics Society and
the First Prize of Technical Invention of China Society of Aeronautics and
Astronautics. He is also an Associate Editor of China Communications, IET
Communications, the IEEE ACCESS, and the KSII Transactions on Internet
and Information Systems. He has also been a leading Guest Editor of the IEEE
ACCESS, Special Issue on Millimeter Wave Communications. He is serving
as reviewers for these journals.

Xianbin Cao (Senior Member, IEEE) is currently
the Dean and a Professor of the School of Electronic
and Information Engineering, Beihang University,
Beijing, China. His current research interests include
intelligent transportation systems, airspace trans-
portation management, and intelligent computation.

Authorized licensed use limited to: BEIHANG UNIVERSITY. Downloaded on September 02,2020 at 00:54:30 UTC from IEEE Xplore. Restrictions apply.



ZHU et al.: mmWAVE FD-UAV RELAY: JOINT POSITIONING, BEAMFORMING, AND POWER CONTROL

Xiang-Gen Xia (Fellow, IEEE) received the B.S.
degree in mathematics from Nanjing Normal Uni-
versity, Nanjing, China, and the M.S. degree in
mathematics from Nankai University, Tianjin, China,
and the Ph.D. degree in electrical engineering from
the University of Southern California, Los Angeles,
CA, USA, in 1983, 1986, and 1992, respectively.

He was a Senior/Research Staff Member of
Hughes Research Laboratories, Malibu, CA, USA,
from 1995 to 1996. In September 1996, he joined the
Department of Electrical and Computer Engineering,
University of Delaware, Newark, DE, USA, where he is currently the Charles
Black Evans Professor. His current research interests include space-time
coding, MIMO and OFDM systems, digital signal processing, and SAR and
ISAR imaging. He is the author of the book Modulated Coding for Intersymbol
Interference Channels (New York, Marcel Dekker, 2000).

Dr. Xia received the National Science Foundation (NSF) Faculty Early
Career Development (CAREER) Program Award in 1997, the Office of Naval
Research (ONR) Young Investigator Award in 1998, and the Outstanding
Overseas Young Investigator Award from the National Nature Science Founda-
tion of China in 2001. He also received the Outstanding Junior Faculty Award
of the Engineering School, University of Delaware, in 2001. He is currently
serving and has served as an Associate Editor for numerous international jour-
nals, including the IEEE WIRELESS COMMUNICATIONS LETTERS, the IEEE
TRANSACTIONS ON SIGNAL PROCESSING, the IEEE TRANSACTIONS ON
WIRELESS COMMUNICATIONS, the IEEE TRANSACTIONS ON MOBILE
COMPUTING, and the IEEE TRANSACTIONS ON VEHICULAR TECHNOLOGY.
He is the Technical Program Chair of the Signal Processing Symposium,
Globecom 2007 in Washington D.C., and the General Co-Chair of ICASSP
2005 in Philadelphia.

2073

Robert Schober (Fellow, IEEE) received the
Diploma (Univ.) and the Ph.D. degrees in electri-
cal engineering from the Friedrich-Alexander Uni-
versity of Erlangen-Nuremberg (FAU), Germany,
in 1997 and 2000, respectively.

From 2002 to 2011, he was a Professor and
the Canada Research Chair of The University of
British Columbia (UBC), Vancouver, BC, Canada.
Since January 2012, he has been an Alexander
von Humboldt Professor and the Chair of Digital
Communication, FAU. His research interests fall into
the broad areas of communication theory, wireless communications, and
statistical signal processing. He is currently serving as a member of the
Editorial Board of the Proceedings of the IEEE and as the VP Publication for
the IEEE Communication Society (ComSoc). He is a fellow of the Canadian
Academy of Engineering and a fellow of the Engineering Institute of Canada.
He received several awards for his work, including the 2002 Heinz Maier Leib-
nitz Award of the German Science Foundation (DFG), the 2004 Innovations
Award of the Vodafone Foundation for Research in Mobile Communications,
the 2006 UBC Killam Research Prize, the 2007 Wilhelm Friedrich Bessel
Research Award of the Alexander von Humboldt Foundation, the 2008 Charles
McDowell Award for Excellence in Research from UBC, the 2011 Alexander
von Humboldt Professorship, the 2012 NSERC E. W. R. Stacie Fellowship,
and the 2017 Wireless Communications Recognition Award by the IEEE
Wireless Communications Technical Committee. Since 2017, he has been
listed as a Highly Cited Researcher by the Web of Science. From 2012 to
2015, he has served as the Editor-in-Chief of the IEEE TRANSACTIONS ON
COMMUNICATIONS.

Authorized licensed use limited to: BEIHANG UNIVERSITY. Downloaded on September 02,2020 at 00:54:30 UTC from IEEE Xplore. Restrictions apply.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Black & White)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /ArborText
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /ComicSansMS
    /ComicSansMS-Bold
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /EstrangeloEdessa
    /EuroSig
    /FranklinGothic-Medium
    /FranklinGothic-MediumItalic
    /Gautami
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /Impact
    /KozGoPr6N-Medium
    /KozGoProVI-Medium
    /KozMinPr6N-Regular
    /KozMinProVI-Regular
    /Latha
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LucidaConsole
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSansUnicode
    /Mangal-Regular
    /MicrosoftSansSerif
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /MVBoli
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Raavi
    /Shruti
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Webdings
    /Wingdings-Regular
    /ZapfDingbats
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 900
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.33333
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /ENU ()
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


